
 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

     

Solutions informatiques 

 Flow rate varying from 1 
gallon/minute to 80 gallon/minute. 

 Several disinfection systems to 
meet your needs. 

 Optimum performance when 
installed with a reverse osmosis 
system or our carbon SC10 
module. 

 Can be installed either on treated 
non-treated water; if installed on 
non-treated water, we 
recommended to add a pre-
filtration system. 

 Superior disinfection compared to 
chlorination or ozonation. 

 Eliminates over 99% of bacteria. 

 Lamp monitoring alarm on all 
systems included. 

 Works on standard 110 volts 
current. 

 Easy maintenance. 

 5 year warranty on hardware and 
1 year on lamp. 

 Élimine plus de 99.95% des 
bactéries. 

 Désinfection supérieure comparé à 
d’autres technologies comme la 
chlorination et l’ozonation. 

 Rendement optimal si installé avec 
un système de filtration par osmose 
inversée ou notre module SC10 au 
charbon activé. 

 Capacité de traitement de 1 
gallon/minute à 80 gallon/minute. 

 Différents systèmes adaptés aux 
besoins particuliers. 

 Installation possible sur une eau 
traitée ou non; dans le cas d’une 
eau non-traitée, il est recommandé 
d’installer un système pré-filtration. 

 Alarme de lampe défectueuse 
incluse. 

 Fonctionne sur un mode 
d’alimentation 110 volts 
standard. 

 Entretien facile. 

 5 ans de garantie sur l’appareil 
et 1 an de garantie sur la lampe. 
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